
Epson DM-D110 Series
DATASHEET

Easy to read and client-friendly

Clear and easy to read, the large, high brightness screen and 2-line by 20-
column format of the DM-D110/210 Series offers high speed data transfer, flash 
memory and an extensive font table. The display panel has a wide viewing angle 
and the head can be freely tilted and swiveled to any angle, providing customers 
with information at a glance.

Flexible interfaces

Easy connection means that these displays support a wide range of power 
supplies from 12V to 48V, and they are is ESC/PoS compliant as well as OPoS 
compatible. Also offer flash memory and extensive font table. The DM Series 
displays can be easily mounted onto any of Epson’s TM or IR series, or there 
are optional stands available.

KEY FEATURES

Wide viewing angle by VF-Display 
technology
Easy to read characters
Outstanding reliability
Movable display head to fit any 
installation
Direct connection or Pass-through 
models available



PRODUCT SPECIFICATIONS

PRINT

Character set 95 Alphanumeric, 37 International, 128 x 12 Graphic

INTERFACES

Interfaces RS-232, USB 2.0 Type A

POWER

Power Supply PS-180 / Supplied by a TM printer

Power / current consumption 11.4 V - 48 V DC / Max. 5 W , 5 V DC / Max. 2.5 W (USB Type)

GENERAL

Product weight 0.29 kg

Colour Epson Dark Gray

RELIABILITY

Reliability 20,000 Expected life in hours

STANDARDS COMPLIANCE

EMC Standards CE marking

Safety standards TÜV

OTHER

Brightness 690 cd/m²

Case color EDG

Display Color Green

Character font 5 x 7 dot matrix, cursor

Character size / pitch 3.5 mm x 5 mm / 5.2 mm

Display technology Vaccum Fluorescent Display

Horizontal rotation Max. 90  (combination with DP-501 / DP-110)

Number of characters max. 40 (20 columns x 2 Lines)

Overall dimensions panel 165 mm (W) x 50.5 mm (D) x 69 mm (H)

Viewing angle Max. 48  (5 positions)

Epson DM-D110 Series

OPTIONAL ACCESSORIES

Epson PS-180

C32C825341

Epson DP-110-101 ECW

A62B131101

Epson DP-110-102 ECW

A62B131102

Epson DP-110-111 EDG

A62B131111

Epson DP-110-112 EDG

A62B131112

Epson DP-502-101 ECW

A62B116101

Epson DP-502-111 EDG

A62B116111

Epson DP-503-101 ECW

A62B117101

Epson DP-505-101 ECW

A62B139101

Trademarks and registered trademarks are the property of Seiko Epson Corporation or their respective owners. 
Product information is subject to change without prior notice.

Telephone: 01952 607111 (UK)+ 
01 436 7742 (Republic of Ireland) 
E-mail: enquiries@epson.co.uk 
Chat: etalk.epson-europe.com 
Fax: 0871 222 6740 
+ Local call rate.

Web:      www.epson.co.uk 
               www.epson.ie

For more information please contact:


